1/4-14 STAINLESS STEEL
HEX HEAD SCREWS WITH

SEALED WASHERS AT 12" O.C.

3—FINGER GASKET TYP. \

31/2" ——— CONTINUOUS
SILICONE SEALANT

(FURNISHED BY WASCO)

ALUMINUM SPACER
.~ WELDED TO RAFTER
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.062 ALUMINUM CLOSURE

MW GASKET TYP.

CONTINUOUS
SILICONE SEALANT

(FURNISHED BY WASCO)

#4 PHILLIPS
FLAT HEAD SCREW

PRESSURE CAP

1/4" MIN S.S. OR GALV
ANCHOR (BY INSTALLER)

\

DETAIL "B/D6”
VERTICAL END

(AT LEAN-TO WALL)

"T" GASKET TYP.

2

MULLION CAP WITH
SNAP-ON CLOSURE

#4 PHILLIPS
FLAT HEAD SCREW

STRUCTURAL GLAZING
TAPE GASKET TYP.

"T" GASKET
ALUMINUM MULLION

DETAIL "A/D6”
VERTICAL MULLION

(IF REQUIRED)

-l

=

~A,— 0D

3/8" X 4" RUBBER
GLAZING BUMPER

"T" GASKET TYP.

<

#4 X 1" TEK SCREW
RAKE SASH

#14 PHILLIPS
FLAT HEAD SCREW

-
2
-

CONTINUOUS
SILICONE SEALANT

(FURNISHED BY WASCO)
PRESSURE CAP

\

/.

PER LITE)

CONTINUOUS
SILICONE SEALANT

" (FURNISHED BY WASCO)

SILL AND
WALL SASH -\ g CONTINUOUS
SILICONE SEALANT
. (FURNISHED BY WASCO)
~
=< . CONTNUOUS WASTC
— COMPATIBLE W/ROOFING
CURB BY MATERIAL (BY INSTALLER)
OTHERS
5 o 1/ MIN S, OR GALV
ANCHOR (BY INSTALLER)
-~ £ MN —— = 34

. OF CURB (SEE PLAN) ——
( ) S.S. FASTENERS WILL BE

REQUIRED IF PENETRATING
PRESSURE TREATED WOOD
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PINNACLE 600 MULTIWALL
VERTICAL END
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