WEEP HOLES AT EACH
RAFTER OR HIP

1/4-14 STAINLESS STEEL
X HEAD SCREWS WITH SEALED

WASHERS (4) PER RAFTER

.062 ALUMINUM CLOSURE

PINNACLE 600 SILL

WEEP HOLES AT EACH
RAFTER AND/OR HIP

CONTINUOUS
SILICONE SEALANT

(FURNISHED BY WASCO)

#0 S.D.S.T. SCREWS WITH
1" BUTYL TAPE AT 24" 0.C.

.052 ALUMINUM APRON

1/4-14 SCREW WITH SEALED WASHER
AT 12" 0.C.

5 FINGERED GASKET

SILICONE WASHBEAD

3/16” x 4" ALUMINUM GLAZING STOP W/
1/4” x 4" RUBBER GLAZING BUMPER

(2 PER BAY)

MW GASKET

1/2" MIN S.S. OR GALV
ANCHOR (BY INSTALLER)

3/4

S.S. FASTENERS WILL BE
REQUIRED IF PENETRATING
PRESSURE TREATED WOOD

(S(EEHE?EE) CONTINUOUS MASTIC
,\/ COMPATIBLE W/ROOFING
MATERIAL (BY INSTALLER)
4" MIN

~— 0D. OF CURB (SEE PLAN) —/\ =~

WASCO PRODUCTS, INC.

85 SPENCER DRIVE SUITE A, WELLS, MAINE 04090
(207) 216-4500, FAX (207) 216-4566

Since 1935

PINNACLE 600 MULTIWALL
SILL
DETAIL
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